As the only loudspeaker in the world to be continuously produced for 70 years, the Klipschorn has truly stood the test of time. Its patented low-frequency horn boasts a unique design that utilizes the floor and walls of the listening room to complete the horn, increasing the low frequency extension and efficiency. The original corner-horn loudspeaker's folded low frequency enclosure offers the most efficient use of space possible. Simply put, this is a basic design that cannot be improved according to the laws of physics.

LIMITED EDITION
The 70th anniversary Klipschorn is limited to a production run of only 70 pairs of speakers. Each speaker features a small plaque identifying its numbered sequence in the series and was signed by the craftsman.

NEW NAMEPLATE
Each pair of Klipschorn features a product nameplate celebrating its legendary history as the only consumer loudspeaker continuously produced for 70 years.

NEW VINTAGE GRILLE
A unique, silver luster grille cloth complements the beautiful Australian Walnut wood veneer.

NEW LOW-FREQUENCY HORN
The rear low-frequency horn has been enhanced and is fully enclosed, offering more placement versatility in the listening room.

BOOK-MATCHED WOOD VENEER
Klipsch only uses book-matched wood veneers for the Heritage series. The veneer leaves are kept in order as they are delicately sliced from the timber and precisely arranged to provide a mirror image at the splice joint - like turning the pages of a book. This gives each speaker an aesthetically appealing and consistent appearance that is treasured more than any other cut of wood veneer.

MATCHED PAIRS
Each pair of Heritage series loudspeakers are grain-matched, using wood veneer panels that come from the same timber. Each cabinet is carefully matched so that each speaker in the pair is practically indistinguishable from the other. The speakers move seamlessly together through the factory, and each finished product is inspected and labeled with sequential serial numbers, ensuring that your Heritage series speaker leaves the factory as a meticulously crafted set.

Specifications

- Frequency Response: (+/- 4 dB) 33 Hz - 17 kHz
- Sensitivity 1: 105 dB @ 2.83V / 1m
- Power Handling (Cont/peak): 100W/400W
- Maximum SPL: 121 dB Continuous
- Nominal Impedance: 8 Ohms Compatible
- Crossover Frequency: HF: 4500 Hz, MF: 450 Hz
- High Frequency Driver: K-77-D 1” (2.54cm) Phenolic diaphragm compression driver
- Midrange: K-55-X 2” (5.08cm) Phenolic diaphragm compression driver
- Low Frequency Driver: K-33-E 15” (38.1cm) Fiber-composite cone woofer with a trihedral exponential folded horn
- Enclosure Material: Birch Plywood and MDF
- Inputs: Dual binding posts / bi-wire / bi-amp
- Height: 50.75” (128.9.4cm)
- Width: 31.25” (79.38cm)
- Depth: 28.25” (71.75cm)
- Weight: 175 lbs. (79.5kg)
- Finish: Australian Walnut

1 Sensitivity in average listening room