


THE FOCUS OF
SOUND AND VISION.
PREMIUM PERFORMANCE

Designed with home theatre in mind, the
Academy center channel speaker is magnetically
shielded to prevent distortion of your television
picture. And, as with all Klipsch speakers, the
Academy is crafted from real wood veneers.

ENGINEERING BY KLIPSCH
The D'Appolito configuration of the Academy
center channel, combined with a horn-loaded
tweeter, provides a center point source, bringing
audio and video together for true theatre
dynamics. The ferrofluid cooling system within
the motor structure of the tweeter's compression
driver enables the Academy to reproduce natural
sound with very high power output.

MICA IMPREGNATED WOOFER CONE

By virtue of a lightweight, yet rigid woofer cone,
the Academy center channel speaker creates-
greater dynamic range and lower distortion.
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CROSSOVER NETWORK

The Klipsch Academy incorporates 3-pole high
pass filtering in the crossover networks.
Interference between drivers is reduced, which
improves articulation and reliability of the

tweeter.
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ACADEMY

BANDWIDTH:

65-20K Hz :t 3 dB
SENSITIVITY:

96 dB SPL @ 1 Watt/1 Meter
NOMINAL IMPEDANCE:

8 Ohms
POWER HANDLING:

100 Watts

ENCLOSURE TYPE:

2-Way.. Infinite Baffle

DRIVE COMPONENTS:

Two K-1 011-KV 8" (20.3 cm) Woofers

K-76-KV Tweeter

CROSSOVER FREQUENCY:

2200 Hz
WEIGHT:

33 Ibs./15 kg
DIMENSIONS:

Height: 231/4"(59 cm)
Width: 11" (28 cm)
Depth: 121/4" (31.1 cm)

THE ACADEMY IS AVAILABLE IN
A SELECTION OF FINE WOODS

AND FINISHES, INCLUDING:

A. Walnut oil B.Oak oil
C.Oak clear D.Finished black
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