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S P E C I F I C AT I O N S
FREQUENCY RESPONSE 27 Hz - 125 Hz

AMPLIFIER POWER (CONT/PEAK) 250W/500W

LOW FREQUENCY DRIVER 1 x 10” (25.4cm) long-throw copper spun cerametallic,  
front firing woofer 

WIRELESS TECHNOLOGY WiSA wireless technology
Up to 24 bit / 96 kHz

LATENCY ≤5mS

ENCLOSURE MATERIAL MDF

ENCLOSURE TYPE Bass Reflex

HEIGHT 16.3" (413.7mm)

WIDTH 14" (355.6mm)

DEPTH 17.1" (434.2mm)

WEIGHT 41.8 lbs (19.0kg)

FINISH Brushed Black Polymer Veneer

BUILT FROM 2015

HIGH DEFINITION WIRELESS AUDIO
Award winning Reference Premiere HD Wireless speakers and HD Control Center 
are a combination of the acclaimed Reference Premiere acoustics platform with 
lossless wireless audio transmission. Through the use of state of the art WiSA 
technology, not a single detail is lost from the source to the speaker.
 
HIGH EFFICIENCY DSP CONTROLLED AMPLIFICATION
Powerful amplifier custom designed to maximize driver performance.
 
SPUN COPPER CERAMETALLIC WOOFER
Cerametallic high excursion woofer is exceptionally rigid and provides remarkable 
low frequency response with minimal cone break up and distortion.
 
LOW POWER STANDBY
Highly effecient whether your speaker is on or in standby mode.
 
STRONG, FLEXIBLE, REMOVABLE GRILLE
Transforms your RP-110WSW from a powerful showstopper to a discrete 
performance piece.


